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MartinLogan Depth 212
Subwoofers

Technische specificaties

Merk MartinLogan

Model Depth 212

Productcategorie Subwoofers

Frequentiebereik 18-120 Hz ±3 dB (Anechoic via LFE input)

Ingangen Line Level: Left, Right, en LFE XLR: Left, Right or LFE (Right In)
Speaker Level: Left and Right (requires banana plugs)

Stroomverbruik Max: 1000W Standby (Wireless Disabled): 0.5W Standby
(Wireless Enabled): <2W *Transmitter and Subwoofer combined

Afmetingen (H × B × D) 21" x 19.81" x 20.4" (53.3cm x 50.3cm x 51.8cm)

Digitale signaalverwerking Ultra High-Resolution 500MHz Vojtko DSP Engine with 64bit
processing

Uitgang RCA Sub Out (Outputs the sum of all connected inputs)
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Technische specificaties

Lagetonenunit Dual Active 12" cast-aluminum basket, high excursion, Carbon
Aerocore cone woofers in a BalancedForce configuration with
under spider, voice coil, en pole piece venting, plus dual copper
shorting rings.

Behuizing Extensively braced and reinforced variable thickness (1-3")
cabinet

Versterker Reference Grade Class-D Amplifier: 2,200W Dynamic Peak
(1,100W RMS)

Bediening via Bluetooth Level: -40 to 12dB (Min-Max) Low-Pass Filter (Frequency):
35-120Hz (1° Increments) Low-Pass Filter (Order): Bypass, Third,
Vierth Phase: 0-180° (1° Increments) Phase (Polarity): Normal,
Inverted Preset Listening Modes: Movie, Music, Night 20-30Hz
Level: ±10dB Anthem Room Correction (ARC Genesis): On, Off
Tone Sweep (120-20Hz): On, Off, Pause (Frequency)

Draadloze ingangen Integrated Wireless Receiver, Wireless Transmitter Included

Voeten Integrated Anti-Vibration Feet (carpet spikes included)

Gewicht 127 lbs (57.6 kg)

Afwerking Gloss Zwart


