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TECHNISCHE SPECIFICATIES

REL Acoustics Planar PL-2

Subwoofers

Technische specificaties

Merk REL Acoustics
Model Planar PL-2
Productcategorie Subwoofers

Type
Versterkertype
Uitgangsvermogen

Actieve driver: formaat en
materiaal

Passieve radiator: formaat en
materiaal

Onderste grensfrequentie
Ingangsaansluitingen

Draadloze verbinding

(1) Front-firing active woofer, (1) Rear-firing passive radiator
Pure Klasse D
550 W (RMS)

8in. (205mm) FlatPiston active long-throw, steel chassis

10in. (250mm) FibreAlloy cone, steel chassis

-6 dB at 24 Hz, in room
HIGH-LEVEL Neutrik SpeakOn, LOW-LEVEL RCA, LFE RCA

Built-in Wireless
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Dubbel parametrisch filter N/A

Elektronische beveiliging Ja

DC-beveiliging Ja

Kortsluitbeveiliging uitgang Ja

Netspanning 100-240 volts, selectable

Zekeringen 4A for 230V operation, 8A for 120V operation

Netsnoer Yes, 90 degree to permit on wall mounting

Neutrik speakON Yes 1.5m cable intended for use with AirShip Direct transmitter

Interlink Supplied Accessories: Power adapter, HIGH-LEVEL cable, X2 RCA
cable

Afwerking Gloss Piano Zwart or Gloss Wit Lacquer
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